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Assembly Quick Reference
2" - 3" Doubledisc Valves 

SUPPLIES REQUIRED (not provided) 

Lubricant 
IMPORTANT! An application and product safe lubricant is necessary for assembly and operation of valve.  

ASSEMBLY INSTRUCTIONS (from parts) 
 Lightly lubricate O-rings (60) before seating in O-ring grooves on stem of Disc & Stem (20)

 With upper disc of Disc & Stem oriented in the open position, slide Disc 
& Stem into stem shaft of Valve Body όмлύ using a circular motion, secure
in place with Handle (not shown) for manual operation OR Stem Set 
Screw (80) for actuated builds

 With upper disc of Disc & Stem still in the open 
position, lightly lubricate Seat (70) before placing 
over upper disc and mounting flush against Valve 
Body

 Turn upper disc of Disc & Stem to the closed position, hold the Tee Body (15) 
at an angle and slide over Disc & Stem as shown below, mounting flush against 
Valve Body, loosely secure in place against Valve Body with Clamp (40)

 Open and close valve a few times before returning upper disc to the closed position, hand tighten 
Clamp

 Lightly lubricate Seat (70) before 
placing over lower disc and  
mounting flush against Tee Body

 Turn lower disc of Disc &
Stem to the closed position,
place Ferrule (30) over Seat
and flush against Tee Body,
loosely secure in place against
Tee Body with Clamp (40)

 Open and close valve a few
times before returning lower
disc to the closed position,
hand tighten Clamp

 IMPORTANT! Seats must be properly adjusted to ensure smooth operation of valve

ASSEMBLY INSTRUCTIONS (new shipment) 
 Valves are shipped with Disc & Stem (20) secured in place with 

Stem Set Screw (80), ready for installation of Actuator (not shown)

 For manual operation:  Remove Stem Set Screw and secure Disc &  
Stem in place with included Handle (not shown) 
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