Assembly Quick Reference

6" Manual Minidisc® Valve

AN

SUPPLIES REQUIRED (not provided)

Lubricant
IMPORTANT! An application and product safe lubricant is necessary for assembly and operation of valve.

ASSEMBLY INSTRUCTIONS

» Lightly lubricate O-rings (60) before seating in O-ring grooves on stem of Disc & Stem (20)

» With disc of Disc & Stem oriented in the open position, slide Disc & Stem into stem shaft of Valve
Body 0mnl using a circular motion, secure in place with Set Screw (80)

» Slide Handle (50) over stem shaft and square end of Disc & Stem, place Spring (90) in Handle and
secure with Release Bolt (100)

» With Disc & Stem still in the open position, lightly lubricate Seat (70) before placing over discand
mounting flush against Valve Body

» Turn Disc & Stem to the closed position, place Ferrule (30) over Seat and flush against Valve
Body, loosely secure in place against Valve Body with Clamp (40)

» Open and close valve a few times before hand tightening Clamp with Disc & Stem in the closed
position. IMPORTANT! Seat must be properly adjusted to ensure smooth operation of valve.

ltem Qty Description
10 1 Valve Body
11 1 Open/Closed Label
20 1 Disc & Stem
30 1 Ferrule
40 1 Clamp
50 1 Handle (locking)
50 2 O-ring
70 1 Seat

LEAK DETECTOR PORTS 80 1 Set Screw

20 1 Spring
100 1 Release Bolt
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